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TM 9-1010-221-10, 17 December 1984, is changed as follows:
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Page a, paragraph 5, first sentence. Change “130 meters (427 ft)” to “165 meters
(542 ft).”

Page b. Delete paragraph 4 in its entirety.

Page i. Supersedure notice is changed as follows: “*This manual supersedes TM
9-1010-221-10, dated 31 July 1974, and TM 9-1010-221-10HR, 10 May 1979, including
all changes.”

Page 1-5. Delete paragraphs 1 and 2 in their entirety.

Page 1-5. Add new paragraph 1 to read: “Open the launcher barrel, place the
weapon on safe, insert a round, and close the launcher barrel.”

Page 1-5. Renumber paragraphs “3 through 8“ to “2 through 7.”

Page 2-7. Delete illustrations of Bore Brush and Thong.

Page 2-13. Delete “USING M576 MULTIPURPOSE ROUND:”
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Page 2-13. Change paragraph 1 to read: “For short range targets (31 meters or less),
place leaf sight down and use rifle sights. Estimate distance to target and be sure to
aim at the foot of the target (M576 round),”

Page 3-1. Add the following information to Section 1. LUBRICATION INSTRUC-
TIONS: “Wherever the term Cleaner Lubricant and Preservative (CLP) or the words
lubricant, LUBE, LSA, Or LAW are cited in this TM, it is to be interpreted to mean
CLP, LSA, or LAW can be utilized as applicable. The following constraints must be
adhered to: (1) Under all but the coldest arctic conditions, LSA or CLP are the
lubricants to use on your weapon. Either may be used at -10°F and above. However,
do not use both on the same weapon at the same time. (2) LAW is the lubricant to
use during cold arctic conditions, + 10°F and below. (3) Any of the lubricants may
be used from -10°F to + 10°F, (4) Do not mix lubricants on the same weapon. The
weapon must be thoroughly cleaned during change from one lubricant to another,
Dry cleaning solvent (SD) (item 1.2, app D) is recommended for cleaning during
change from one lubricant to another. (5) Rifle Bore Cleaner (RBC) (item 1.1, app D)
may be used to remove carbon buildup in the bore and other portions of the
weapon. (6) Dry cleaning solvent (SD) (item 1.2, app D) may be utilized for cleaning
your weapons. However, SD MUST NOT be used on rubber or plastic.”

Page 3-3. Change step 4 to read: “Check barrel latch.”
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Page 3-3. Remove the words “BARREL STOP” and the arrow from the far right
illustration.

Page 3-5. Add the following CAUTION before the NOTE: “Do not use a screwdriver
or any other tool when removing the hand guards, doing so may damage the hand
guard and/or slip ring.”

Page 3-6. Add a new step 6 to read: “Do not interchange barrels from one weapon
to another.”

Page 3-8. Left illustration “BARREL LATCH” callout is changed to “EXTRACTOR.”

Page 3-12. Lower illustration - the safety should be shown in the “safe” position.

Page 4-3. Change “multiple purpose” or “multipurpose round” to “multiple projec-
tile round” wherever it occurs.

Page C-2. Add: “1010-00-474-5462; CASE, SMALL ARMS: (19205) 7790630;
EA; 1.”

Page D-3. Add a new item 0.1:
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NATIONAL
ITEM STOCK
NO. LEVEL NUMBER DESCRIPTION U/M

0.1 C 1005-00-242-5687

Add new items 1.1 thru 1.4:

1.1

C 6850-00-224-6656
6850-00-224-6657

O 6850-00-224-6663

1.2 O 6850-00-281-1985

BOTTLE, ASSEMBLY
CYLINDRICAL
(19204) 8448444

CLEANING COMPOUND,
BORE: small arms bore
cleaning solution (RBC)
2-oz. (59.15-ml) bottle
8-oz. (236.59-ml) can
1-gal. (3.79-I) can
(81349) MIL-C-372

DRY CLEANING SOLVENT
(SD)

RIFLE

EA

Oz
Oz
GL

GL

1-gal. can
(58536) A-A-711
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NATIONAL
ITEM STOCK
NO. LEVEL NUMBER DESCRIPTION U/M

1.3 O 9150-00-292-9689 LUBRICATING OIL, WEAPONS: QT
(LAW)
1-qt (0.95-I) can
(81349) MIL-L-14107

1.4 LUBRICATING OIL, WEAPONS:
(LSA), semifluid

C 9150-00-935-6597 2-oz. (59.15-ml) plastic bottle Oz
C 9150-00-889-3522 4-oz. (118.30-ml) bottle Oz
O 9150-00-687-4241 1-qt (0.95-I) can QT
O 9150-00-753-4686 1-gal. (3.79-I) can GL

(81 349) MlL-L-46000
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a

WARNING

Do not point muzzle in direction of personnel when loading, clearing, zeroing, or firing grenade
launcher as this will result in injury to, or death of, personnel.

Do not carry weapon in open position. Weapon must be carried in a closed and locked position with
safety on.

Be sure safety is in safe position after loading grenade launcher.

Do not squeeze trigger and remove safety at the same time.

Be in a protected position when you fire HE grenades at targets within 130 meters (427 ft). Do not
engage targets within 130 meter (427 ft) radius of unprotected friendly troops. The danger radius of
the practice grenade is 20 meters (66 ft).

Do not fire canopy smoke cartridges so that a falling ignited projectile could descend upon friendly
troops causing injury to personnel and/or damage to materiel.





*TM 9-1010-221-10

TECHNICAL MANUAL HEADQUARTERS
DEPARTMENT OF THE ARMY

No. 9-1010-221-10 Washington, DC 17 December 1984

Oparator’s Manual
40-MM GRENADE LAUNCHER M203

(1010-00-179-6447)

REPORTING ERRORS AND RECOMMENDING IMPROVEMENTS

You can help improve this manual. If you find any mistakes or if you
know of a way to improve the procedures, please let us know. Mail
your letter or DA Form 2028 (Recommended Changes to Publications
and Blank Forms) direct to: Commander, US Army Armament, Muni-
tions and Chemical Command, ATTN: AMSMC-MAS, Rock Island, IL
61299-6000. A reply will be furnished to you.

* This manual supersedes TM 9-1010-221-10, dated 31 July 1974, including all changes.
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CHAPTER 1
INTRODUCTION

Section I. GENERAL INFORMATION
SCOPE
Type of Manual.  Operator’s

Model Number and Equipment Name. M203 Grenade Launcher

PURPOSE OF EQUIPMENT. The grenade launcher M203 was designed to be used with the
M16A1 rifle, can be field-stripped in a hurry without special tools, and fires a 40-mm grenade.

MAINTENANCE FORMS AND RECORDS. Department of the Army forms and procedures
used for equipment maintenance will be those prescribed by DA PAM 738-750, The Army
Maintenance Management System (TAMMS).
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GENERAL INFORMATION (CONT)

REPORTING EQUIPMENT IMPROVEMENT RECOMMENDATlONS (ElR). If your grenade
launcher needs improvement, let us know. Send us an EIR. You, the user, are the only one who
can tell us what you don’t like about your equipment, Let us know why you don’t like the design.
Put it on an SF 366 (Quality Deficiency Report). Mail it to us at Commander, US Army Armament,
Munitions and Chemical Command, AlTN: AMSMC-QAD, Rock Island, IL 61299-6000. We’ll
send you a reply.

Section Il. EQUIPMENT DESCRIPTION

EQUIPMENT CHARACTERISTICS, CAPABILITIES AND FEATURES. The grenade launcher
M203 is a single shot weapon designed for use with the M16A1 rifle and fires a 40-mm grenade. It
has a leaf sight and a quadrant sight.

LOCATION AND DESCRIPTION OF MAJOR COMPONENTS. The launcher is composed of
the following: barrel, receiver, hand guard, leaf sight, and quadrant sight.
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EQUIPMENT

EQUIPMENT DATA.

Weight:

DESCRIPTION (CONT)

Maximum effective range:
Launcher 1.35 kg (3 lb) Area Target 350 meters (1,155 ft)
Rifle M16A1 2.93kg (6.5 lb) Point Target 150 meters (495 ft)
Total 4.28kg (9.5 lb)

Minimum safe range:
Maximum range: Combat situation 31 meters (102 ft)

400 meters (1,320 ft) Training situation 130 meters (427 ft)

WARNING

When you fire high explosive (HE) grenades at targets within 130 meters (427 ft), be in
a protected position, When training, do not fire at targets within 130 meters (427 ft).
When in combat, do not fire at targets closer than 31 meters (102 ft).
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Section III. TECHNICAL PRINCIPLES OF

1

2

3

4

5

6

7

8

Open the launcher barrel, insert a round, and close the launcher barrel.

Place launcher on safe.

Place the launcher to your shoulder. Keep muzzle pointed at target and move the safety from
the safe to the fire position.

Aline the front and rear sight with the target and squeeze the trigger.

Squeezing the trigger releases the firing pin and allows it to impact the primer on the round.

The primer ignites the propellant in the round.

Gas from the burning propellant pushes the projectile along the barrel of the launcher.

The rifling in the barrel causes the projectile to rotate, which provides stability during flight to the
target.
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CHAPTER 2
OPERATING INSTRUCTIONS

Section 1. DESCRIPTION AND USE OF OPERATOR’S
CONTROLS AND INDICATORS

QUADRANT
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LEAF SIGHT

WARNING
The 50 meter (165 ft) mark on the leaf
sight blade is marked in red to
emphasize that this range is not to be
used in zeroing procedures.

LEAF SIGHT lines up with front sight post of
the M16A1 rifle.

  Windage Adjustment Screw turns clockwise
to move leaf sight to left for wind from the left;
turning it counterclockwise adjusts for wind
from the right.

  Elevation Adjustment Screw loosens and
lets you raise leaf sight blade to increase
range, or lower leaf sight blade to decrease
range.
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DESCRIPTION AND USE OF
AND INDICATORS (CONT)
QUADRANT SIGHT

OPERATOR’S CONTROLS

QUADRANT SIGHT attaches to rifle handle/sight. To use, unfold front sight post and rear
aperture.

  Latch. Releasing latch allows range quadrant adjustment.

 Front Sight Post turns right for less elevation and Ieftfor more elevation. It compensates for
headwind or rear wind.

 Retainer. Depressing retainer allows rear aperture to slide in or out.
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BARREL LATCH

Locks barrel in the closed position.

Press latch and slide barrel forward to load the weapon.
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DESCRIPTION AND USE OF OPERATOR’S
AND INDICATORS (CONT)

TRIGGER AND SAFETY

Squeezing the trigger fires the
launcher.

Keep safety on safe position until
ready to fire. It’s used to safe the
launcher.

The safety has two positions: safe
and fire.
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Section Il. PREVENTIVE MAINTENANCE CHECKS
AND SERVICES (PMCS)

The operator must perform scheduled services to be sure the M203 grenade launcher will operate
properly. Always keep in mind the WARNINGS AND CAUTIONS before and during operation.
Perform PMCS procedures in the order listed. Be sure you perform your after (A) PMCS.

The “Equipment is NOT READY/AVAllABLE IF" column indicates deficiencies which must be
corrected before you can operate the M203 grenade launcher.

Perform after operations PMCS if: (1) you are the assigned operator and the weapon has been
stored in the Arms Room and not used for a period of 90 days, or (2) you have been issued the
weapon for the first time.
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PREVENTIVE MAINTENANCE CHECKS AND SERVICES
(PMCS) (CONT)

B-Before Operation D-During Operation A-After Operation

Item Interval ITEMS TO BE INSPECTED Equipment is NOT
No. B I D I A Procedure READY/AVAILABLE IF:

I I
WARNING

Do not interchange barrel assemblies or components from one weapon to another.
Doing so may result in injury to, or death of, personnel.

1 Grenade Launcher and Rifle. Open barrel, clear weapon (p 2-23).
Make an overall visual inspection for missing or damaged components.
Check to make sure that launcher is firmly attached to the rifle. Report
any deficiencies to the unit armorer.
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Section Ill. OPERATION UNDER USUAL CONDITIONS
PREPARATION FOR FIRING

Perform your Before Operation (B) PMCS.

FIRING TECHNIQUE

USING M576 MULTIPURPOSE ROUND:

1 For short range targets, place leaf sight down and
use rifle sights. Estimate distance to target and
aim head high on the target.

2 For targets from 50 to 250 meters, raise leaf sight
and use with rifle front sight.
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OPERATION UNDER USUAL CONDITIONS (CONT)

3 Launcher may be fired from standing, kneeling, or prone position. When firing long range from
prone position, place stock of weapon on the ground. For all other positions, hold stock firmly
against your shoulder.
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OPERATION UNDER USUAL

5 QUADRANT SIGHT

Range

CONDITIONS (CONT)

● Range quadrant is marked in 25 meter (83 ft) increments for targets from 50 to 400 meters (165
to 1320 ft).

● PuII latch toward you to release quadrant sight arm. Select elevation.
● Elevation adjustment: 1 notch = 5 meters (17 ft) at 200 meter (660 ft) range.

Headwind and Rear Wind
● Turn front sight post to increase range for headwind.
● Turn it right to decrease range for rear wind.

Left Wind and Right Wind
● Depress retainer and slide rear aperture in to adjust for wind from the right.
● Slide it out to adjust for wind from the left.
● Vertical line marks center. 1 notch 1.5 meters (5 ft) at 200 meter range.

6 If a first round hit is not made, determine where grenade landed in relation to target (sensing)
and adjust to bring next round on target.
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OPERATION UNDER USUAL CONDITIONS (CONT)

RANGE ESTIMATING

Hitting the target depends upon your ability to determine range.

WARNING
When you fire High Explosive (HE) grenades at targets within 130 meters (427 ft)
(minimum safe), be in a protected position. When training (minimum safe), do not fire
at targets within 130 meters (427 ft). When in combat, do not fire at targets closer than
31 meters (102 ft).
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WARNING
Do not zero in under 100 meters (330 ft).

Select a target at 200 meters (660 ft) and fire a round. If the round does not fall within 5 meters
(17 ft) of target, zero the weapon as follows.

1 Adjust sight for more or less elevation.

2 Adjust windage for each firing.

3 After each round is fired, adjust until three consecutive rounds land within 5 meters (17 ft) of
aiming point.




